S ANTINT

NEHSiEEEY 200-480mI/minX5]
1/768Y (0.039ml) |

Reliable simultaneous automatic
dispenser, based on double piston

pump, outstanding accuracy, and
flexible configurations.




S \NTINT | Parameters

Item

Piston Type

Dispensing

Flow Rate
(Single Pump)

Net Efficiency (Single
Pump)

Pump Capacity

Can Table

Dimensiona WXDXH[(3

Power

Detail

Double Piston Pump

Simultaneous X 5

P2-480x 1200ml/min
P2-350x 875ml/min
P2-200x 500ml/min

P2-480x 480ml/min
P2-350x 350ml/min
P2-200x 200ml/min

P2-480x 190ml
P2-350x 117ml
P2-200x 67ml

Automatic

Sx 1284x865x1245
My 1694x865x1245
Lx 2072x865x1245

250w

ltem

Minimum Shot

Canisters

Canister Material

Canister Volume

Tube Pressure Sensor

Humidifier

Power Supply

Certificates

Detail

1/768Y(0.039ml)

Up to 32

POM/Stainless Steel

2.5L/4.5L/12L

Yes - Adjustable

Water Circulation /
Automatic

220Vv/110V
50Hz/60Hz

CE/cTUVus




S ANTINT | Innovative Pump AD

Double Piston Pump

A Big pump brings high speed, and small

pump ensures high accuracy

1/768Y even for yellow oxide.

A 3 sizes:

P2-200x 200ml/min; flow rate 500ml/min
P2-350x 350ml/min; flow rate 875ml/min
P2-480x 480ml/min; flow rate 1200ml/min




S ANTINT | Innovative Pump AD

Double Piston Pump

I Flexible configurations :
AD280=P2-200 plus P2-350
AD350=P2-350
AD420=P2-350 plus P2-480 AD

AD480=P2-480 OPERATIONL PRINCIPLE
I Minimum shot of 1/768Y ensures SANTINT m

higher accuracy and minimum mistint.

A CLICKTO PLAY




S \NTINT | Innovative Valve AD

Double Ceramic Valve
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' Double ceramic valve, proven quality. ’u ). ’
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I' Robust, reliable :10 years




S ANTINT | Tube Pressure Sensor AD

Tube Pressure Sensor

A Alarm when nozzles blocked:;

A No tube explosion, longer durability ;

A Adjustable tube pressure sensor for

various colorants.




S ANTINT | Recirculation System AD

I Recirculation from the valve;

I No sedimentation, drying or

block in tubes, minimizing

malfunction.




S ANTINT | Water Humidifier AD

Water Humidifier

I Unique water circulation system and

humidifying device;

I Seal the nozzle and keep the

moisture.

" Minimizing nozzle blockage.

' Rotary nozzle, easy to clean.




S ANTINT | Pump Selection System AD

Pump Selection System

I Unique Piston pump selection system;

Ir Only the selected pumps move, while
non-selectedd o n 0 t
I Extend the life-span of machine;

" Optional, and recommended for large

volume of dispensing.

A CLICKTO PLAY



S \NTINT | SPECT AD

Sample Paint Empty Can Tinting

I Simultaneous of 4 colorants and 1

base paint.

I Outstanding repeatability and accurate

color for 250ml base paint.

I Best solution for Sample paints /

testers




S ANTINT | SPECT Canister Layout

Canisters Layout For SPECT

12+4 16+4 20+4 24+4 28+4

4x45L+8x25L(4%X6L) 4x4.5L+12x2.5L+(4x6L)  4x4.5L+12x2.5L+(4x12L) 4x4.5L+16x2.5L+(4x6L) 6x4.5L+18x2.5L+(4x6L) 8x4.5L+20x2.5L+(4x6L)
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S ANTINT | Normal Canisters Layout




