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�>  Upgrade from Manual Dispensing
>  Automatic stirring 1 min every hour
>  Purge-Free
>  Suitable for Z-VOC Colorant

A1
Automatic Sequential Dispenser

Computer not included. 
Installation and training required to ensure proper setup, 

maintenance and usage
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A1
Automatic Sequential Dispenser

100% Recirculation 
Technology
>  �No nozzle dryness or 

blockage
>  Purge-free
>  �Maintenance free
>  �Saves on colorants
>  �Accurate and stable

Options
>  �Bluetooth Module available
>  �Metal side panel upgrade (as shown)
>  �Alternate (16) 46 fl oz canister configuration 

Small footprint
>  �At only 27x32”, the A1 will 

easily fit into any space

Piston Pumps easily duplicate 
any formula
>  Minimum shot of 1/384 fl oz

A1 Sequential
Toner Type Water or Solvent Based
Flow Rate 20 fl oz/min
Efficiency 7 fl oz/min
Accuracy 1/384 fl oz
Piston Pumps
Pump Capacity 2 fl oz

No. of Canisters  Up to 16
Canister Sizes. (12) 1/3 Gal, (4) 2/3 Gal
Stirring Speed 20 rpm
Stirring Schedule 1 min every hour
Can Size (DH)  
3.25x4” to 12.5x16.5”
Direct Shipment 53 pcs per 20GP 
Power ≤100W

Power Supply 120V  60Hz 
Machine Dimension (WDH)
27x32x48”
Shipping Dimension (WDH) 
30x38x30”
Net Weight 232 lbs
Shipping Weight 287 lbs

Traditional
Recirculation

100%
Recirculation

27”

32”


